
From:                                         Chris Ingram <CIngram@epsofvermont.com>
Sent:                                           Friday, June 28, 2013 4:44 PM
To:                                               Moran, Ma 
Subject:                                     DWT Services Diesel Release ‐ Vergennes, VT (Spill#2013‐WMD‐231)
A achments:                          DWT Services Diesel Release ‐ Vergennes, VT (Spill#2013‐WMD‐231).pdf
 
Gree ngs Ma ,
 
I have completed and a ached the Spill Response Le er related to the DWT Services diesel release on Main Street in
Vergennes, VT.  Please feel free to contact me with any ques ons, comments, or concerns.
 
Best Regards and Have a Great Weekend,
 
Chris Ingram
Environmental Scientist
Environmental Products & Services of Vermont, Inc.
Burlington Division
273 Commerce Street
Williston, VT 05495
(802)8621212
 



273 Commerce Street  PHONE:  (802) 862-1212 
Williston, VT   05495  FAX:  (802) 860-7445 
Website:  www.epsofvermont.com  1-800-THETANK 

 

 

 
 
 

 
 

 
Spill Response Summary 

 
 
 
 

SPILL LOCATION 
 

DWT Services Roadside Diesel Release 
Main Street 

Vergennes, VT 05491 
 

VDEC Spill # 2013-WM-231 
Contact: Mr. Matt Moran 

 
44° 10’ 30” N, 73° 14’ 46” W 

 
 

Prepared For 
 

Mr. Scott Dobson 
DWT Services 

25 Industrial Park Road 
Albany, NY 12206 

 
Prepared By 

 
Chris Ingram, Environmental Scientist 

Environmental Products and Services of Vermont 
273 Commerce Street 
Williston, VT 05495  

 
 

June 28, 2013 
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Introduction 
 
 Environmental Products and Services of Vermont, Inc. (EPSVT) is pleased to present this Spill 
Response Summary detailing response activities relative to the release of approximately 40-60 gallons of 
diesel fuel along Main Street in Vergennes, VT, hereby referred to as ‘the Site’.  A DWT Services tractor 
trailer was travelling south along Main Street when the driver lost control of the vehicle, went off the roadway 
and crashed into a municipal sewer pump station.  During the accident, both saddle tanks were damaged which 
resulted in the release of diesel to soils and the roadway surface.  See Figure 2 for a detailed map of the Site.  
Appendix A includes select photographs taken during spill response and cleanup activities and waste disposal 
documentation is presented as Appendix B.  
 

The following attachments are included for your reference: 
 
Figure 1 ............................................................................................................... General Location Map; 
Figure 2 ................................................................................................................................. Site Sketch; 
Appendix A .................................................................................................................. Site Photographs; 
Appendix B ............................................................................................ Waste Disposal Documentation 
 
Spill Response Activities 
 

On May 17, 2013, a DWT Services tractor trailer was travelling southbound on Main Street in 
Vergennes, VT when the driver lost control of the vehicle, veered off the roadway and crashed into a sewer 
pumping station.  This impact damaged both saddle tanks on the tractor which resulted in the release of 
approximately 40-60 gallons of diesel fuel to the ground surface.  The Vergennes Fire Department responded 
to the release by deploying absorbent pads and boom in the affected area.  The spill location on Main Street is 
a two lane county highway with no road shoulder.  Topography at the accident site slopes steeply to the south 
down towards a small unnamed stream. 

 
EPSVT arrived at the spill site on May 17th, to assess the degree and extent of released diesel. 

Contaminated soils were found in an area approximately 10’ x 20’ adjacent to the pumping station.  A minor 
amount of fuel was also lost to the roadway surface in the southbound lane near the crash site.  Initial spill 
response activities included changing out deployed absorbent materials as needed.   EPSVT deployed 80 
pounds of Speedi-Dri and scoured the affected roadway surface.  A photoionization detector (PID) was used to 
assess the extent and magnitude of soil contamination.  Preliminary soil readings were found ranging from 220 
– 1,000 parts per million (ppm) in the affected area.  EPSVT covered the impacted soil area with polyethylene 
sheeting and would return at a later date to excavate contaminated soils.  All contaminated absorbent waste 
was recovered and containerized into one 55-gallon steel drum which was left on-site temporarily pending 
proper disposal.   

 
On May 20th, EPSVT began contaminated soil removal utilizing an excavator.  Soils encountered 

consisted of topsoil and gravel from 0’ – 2’, sand from 2’ – 3’, and clay from 3’ – 4’.  PID readings during the 
excavation ranged from 0.1 – 513 ppm.  The excavation began around the pumping station and advanced east 
towards Main Street.  At approximately 4’ below grade, a cast iron force main water line was encountered 
which halted the excavation.  PID readings of soils left in place ranged from 0.5 – 36.5 ppm.  The final 
excavation measured 20 long x 11 feet x 4 feet deep.  A small hand excavation was completed on the south 
side of the pumping station and measured 5 feet long x 1 foot wide x 1 foot deep.  All soils removed were 
transported to the Vergennes Sewage Plant located on Canal Street, and were temporarily stockpiled on 
polyethylene sheeting awaiting disposal. 

 
On May 21st and May 22nd, EPSVT continued remedial activities.  A total of 35.58 tons of 

contaminated soils were transported to Environmental Soils Management Companies (ESMI) of Loudon, NH 
for disposal via thermal desorption.  The excavation was backfilled with clean sand which was compacted and 
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brought to grade.  Topsoil, grass seed and straw matting was placed over the affected area to propagate new 
growth.  A total of one 55-gallon steel drum was shipped to our Syracuse, NY facility for disposal.   
 
Sensitive Receptor Survey 
 

EPSVT conducted a sensitive receptor survey within a ½ mile radius of the accident location utilizing 
the Vermont Agency of Natural Resources (VANR) Geographical Information System (GIS) Internet Mapping 
website (http://www.anr.state.vt.us/site/html/maps.htm), on-site observations, and other resources to identify 
and assess potential nearby receptors.  Identified potential receptors include nearby public and private drinking 
water supply wells, fresh water rivers, streams, lakes and ponds, wetlands, registered underground storage 
tanks (USTs), hazardous waste sites, hazardous waste generators, Brownfields sites, bedrock and soils beneath 
the Site.   
 

A total of 2 private drinking water supply wells were identified by the Vermont Water Supply 
Division within ½ mile of the Site.  The nearest mapped drilled well is located approximately 1,660 feet 
southeast of the release.  The well has a reported total depth of 600 feet, is cased to 100 feet with an 
overburden thickness of 90 feet and yields 2 gallons per minute.   No public groundwater or surface water 
supplies were located within ½ mile radius of the Site. 

 
A total of 40 fresh water bodies were found within ½ mile of the Site; the nearest, a small unnamed 

stream, is located approximately 105 feet south of the release.  A total of 3 Class II wetlands were found 
during the search; the nearest is a 2.3 acre parcel and is located approximately 955 feet west of the spill 
location. 

 
A total of 6 registered underground storage tanks were identified within the search radius; the nearest, 

belonging to GoGo Vergennes, is located approximately 1,420 feet to the south at 64 Main Street.  A total of 9 
Hazardous Waste Sites were found within ½ mile of the Site; Denecker Chevrolet is located approximately 370 
feet north of the Site at 14 North Main Street and is listed as a closed site as of December 23, 2009.  No 
Hazardous Waste Site Generators or Brownfields Sites were found during the search. 
 
Conclusions 
 
 Based on the collected and assimilated data, the following conclusions are made: 

 Approximately 40-60 gallons of diesel fuel was released at the Main Street roadside location 
during a vehicle accident; 

 A total of 35.58 tons of contaminated soils was removed and transported for disposal at ESMI 
in Loudon, NH; 

 A total of one 55-gallon drum of oil soaked debris was shipped to our Syracuse, NY facility 
for disposal; 

 The excavated area was backfilled with clean sand; 
 Site restoration is complete and the affected area has been restored. 

 
Recommendations 
 
 The following recommendations are made: 
 

 No further work is necessary or warranted at the Site. 
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Please feel free to contact me or Jake Peirce at (802) 862-1212 or email me at cingram@epsofvermont.com 
with any questions or comments 
 
Regards, 
 
Environmental Products and Services of Vermont, Inc. 
 

 
 
Chris Ingram 
Environmental Scientist 
 
Cc: Mr. Matt Moran, (VDEC), electronically 
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FIGURE 1 

General Location Map 

 
DWT Services Roadside Diesel Release 

Main Street 
Vergennes, Vermont 05491 
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Appendix A 
 

Site Photographs 
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Appendix B 
 

Waste Disposal Documentation 
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